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SUNDERLAND WEST AREA – HIGHWAY MAINTENANCE PROGRAMME 2017/2018 
 

 

STREET NAME    WARD 
Actual 

Treatment 

Estimate 
Footway 

£  

Estimate 
Road 

 £  

Wolseley Terrace & adjacent to 
rear of Chester Rd 

Barnes 

Resurface Road 
DBM or Micro 
Asphalt road 
surface 

 15,000 

Hipsburn Drive junction from 
Queen Alexandra  Rd 

Barnes 
Resurface Road 
DBM 

 5,000 

Hadleigh Road Pallion Slurry footways 3,000  

Henderson Rd junction from Kayll 
Rd 

Pallion 
Resurface Road 
DBM 

 4,500 

Priory Grove Pallion 
Resurface Road 
DBM 

 7,500 

The Broadway (roundabout to 
Broadmayne) north side 

Pallion 
Red path failure, 
slurry 

3,500  

Estuary Way entrance St Anne’s 
Resurface Road 
DBM 

2,500  

Gable End 14 High Street, South 
Hylton  

St Anne’s 
Resurface DBM 
or Micro Asphalt 
road surface 

 3,000 

Violet Street rear St Anne’s 
Micro Asphalt 
road surface 
rear lane 

 10,000 

Cranborne (part) St Chad’s 
Resurface Road 
DBM 

 3,000 

Archer Rd St Chad’s Repair concrete  12,000 

Torquay Rd. 77-66 footpath Sandhill 
Replace flags 
with macadam 

 7,500 

Guernsey Road Sandhill 
Resurface Road 
DBM 

 7,500 

Lord Street  Silksworth 

Resurface Road 
DBM or Micro 
Asphalt road 
surface 

 6,000 

Vicarage Close Silksworth Slurry footways  11,000 

  TOTAL 9,000 92,000 

  
OVERALL 

OPTIONS TOTAL 
£101,000 

 

        
Glossary 
HRA: Hot Rolled Asphalt Wearing Course 
DBM: Dense Bitumen Macadam Wearing Course 


